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SIGNALS THE BEST

Visit our home page...

Industrial signal conditioning and process control

Temperature transmitters 

Field-mounted Ex displays 

Ex transmitters Digital Ex interfaces 

Ex 2-wire supplies 

Special functions 

Power supplies 

Pulse modules 

Ex power supplies 

Trip amplifiers 

Analogue Ex interfaces 

Signal isolation 

Frequency conditioning 

SIGNALS THE BEST

Denmark:

PR electronics A/S

Lerbakken 10 

DK-8410 Rønde

Tel. +45 86 37 26 77 

Fax +45 86 37 30 85

www.prelectronics.dk

sales@prelectronics.dk

Head off ice:

PRewire 7101

Backplane

Subsidiar ies:

Displays 



Construct your backplane as you wish...

Flexible configuration
You are probably familiar with the problem of
laying out electrical switchboards. And you
know that it is not always an easy task. With
the 7101 backplane PR electronics focuses
on the user. Just tell us what you need and we
will manufacture 7101 according to your spe-
cific requirements.

Reduced costs
The PRewire backplane is the optimum solution
for installations with several built-in modules.
The wiring between the module and the SCADA
system has been replaced by a multi-cable
which reduces wiring costs to a minimum.

Surveillance
The redundant power supply connection
ensures the best imaginable operating condi-
tions. In case of a supply interruption, an
alarm signal is immediately transmitted via the
relay output. The output signals and the sup-
ply to each module can be looped through a
fail-safe controller which will then determine
whether a module is on or off.

Safety
PRewire 7101 gives you the greatest possible
guarantee of a faultless connection as wiring
is carried out automatically on our state-of-
the-art SMT machine. Each backplane is given
a unique identification which is controlled and
documented according to our ISO 9001 quality
system. This is your guarantee for delivery of
identical backplanes, be it for OEM projects or
extensions of existing installations with the
same configuration.

2...32 channels on one backplane

All types of input and output signals

Redundant power supply connection

Individual solutions for individual customers

Standard and Ex installation on the same backplane

Connector type:

50p SUB D

37p SUB D
50p SUB D
32p 3 m flat cable
Specify
None

Pin configuration:

Pin 1:________

Pin 1:________
Pin 2:________
Pin 3:________
Pin 4:________
Pin 5:________
Pin 6:________
Pin 7:________
Pin 8:________

Modules:

8

8
16
Specify

Output connector:

Left-hand side

Left-hand side
Right-hand side
Left-hand and right-hand

Module type:

Analogue Ex interface

Temperature transmitter
Frequency converter
Pulse converter
Signal amplifier
Ex transmitter
Digital Ex interface
Analogue Ex interface
Ex 2-wire supply

Fail-safe connector:

None

37p SUB D
50p SUB D
32p 3 m flat cable
Specify
None

Interface:

Ex

Ex
Standard
Ex and Standard


